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Superior Investment Protection and
Maximum Productivity
“The innovaive LS 2200 Seies o handhebd seners from
Syl Technologiesdelivers pefommance fsturesac an
ffordsble price o make your buying dicion ssie than
eve, IFyoure sskin invesmment proecion i a scunner
thar's small and light enough for msiamum productivie
then the LS 2200 Sere e ch ideal scane for you
From the checkourlin o the bck room,the LS 2200

s helpe ou ks the moseof your spplction speific
soluion n & variy of ways including:

Retal: Point of sl i sore vty wscking.

Healthears: Pharmmcysinvenory contol

Educaion: Baok checkousinvnory and see rcking

Powerful Features Help You Get Started Fast
and Reduce Costs

Geting sared vih the LS 2200 i Fse and smple wich
1235 seup el This csy-o-us tol reduces s
up ime and coses whereves th scanne i used. What
o, the scan el i che LS 2200 Seieis bsed on
liquidinjecion moldad polymer (LIM) with intgral
ehock protscrion, providing dursbile

and  limiced fstime warrany. Thse powefulfestues

ensble you to reduce downtime snd keep maintensnce

Create a More Productive Mobile Environment
o any industy, the bigh value LS 2200 Sres o handheld
Scanners ofes supeior performance, excellen elablcy
and wsr rendly exgopormics o creae s mre producive
‘mobile environnt. And when you choose che LS 2200
i, o recive the acded ssurance o purchasing fom
Synbol—a company with proven soluions snd millonsof
Scanner nsllaions woldvide.

“Toleam how the LS 2200 Series can work Foryou orto
Find out mor abou Syl products snd solurions,
contactusa¢ +1.800.722.6234 or +1.631.738.2400, or
Vit wisymbol com/2200
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Physical Characteristics

Dimensions: 6in.Hx25in. Wx3.34in.D
15.2an HX63 anW x 84 an

Weight: 5.15 02./146 gm

Voltage: 5 volts +/-10%

Accessorles

Hands-Free Intellistand (Optional): = 20-61019-01

Regulatory.

Electrical Safety: Certified to UL1950, CSA C22.2 No. 950,
ENGO9S0/IECI50

Powier Sources: LS 2200: Power supplied by interface controller

LS 2208: Host power or external power supply

Color: Cash Register White or Twilight Black

Performance Characteristics

Scanner Type: Bi-directional

Light Source: 650 nm visible laser diode

Scan Rate: 100 scans per second typical
From contact to 16 In./40 cm on 100% UPC

symbols

Nominal Working Distance:

print Contrast: 20% minimun reflective difference

UPC/EAN, UPC/EAN with Supplementals, UCC/EAN
128, Code 39, Code 39 Full ASCII, Code 39 TrOptic,
Code 128, Code 128 Full ASCIl, Codabar,
Interleaved 2 of 5, Discrete 2 of 5, Code 93, Ml,
Code 11, IATA, RSS variants, Chinese 2 of 5.

Decode Capabllity:

Interfaces Supported: LS 2200: Determined by interface controller
LS 2208: TTL RS232, RS232, Keyboard Wedge,

Wand, IBM 468X/9X, USE, and Synapse

Operating Temperature: 32° to 122° FI0° to 50° C
-40° to 158 F/-40° 10 70° C

Storage Temperature:

Humidity: 5% o 95% relative humidity, noncondensing

Drop Specification: Unit functions normally after repeated

5 1/1.5 m drops to conarete

Amblent Light Immunity: Immune to direct exposure of normal office and
factory lighting conditions, as well as direct

exposure to sunlight

Electrostatic Dischargs Conforms to 15 kV air discharge and 8 kV of

contact discharge

EMU/RFL: FCC Part 15 Class B, ICES-003 Class B, European
Union EMC Directive, Australian SMA, Taiwan
EMC, Japan VCCl/MITI/ Dentori.

CDRH Class Il IEC Class 2

The LS 2200 Serles Is warranted against defects in workmanship and materials for a
period of 5 years (60 months) from date of shipment, provided that the product
remains unmodified and is operated under normal and proper conditions. The scan
element s covered by Symbol's limited lifetime warranty. See the complete warranty
for detalls.





